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.. Q:.- ﬂ\m\mm\ Tool 9” VERTICAL GRINDER

. Universal Tool MODEL NO. UT8769
4 9” VERTICAL GRINDER

Specifications:

Motor HP .............. A R S M R R T T S R e 2.3
Max. Wheel Diameter ................ T 9” Type 27
Exhaust ........ & T T S Side
Spindle Size .. .. 5/8"-11
BEM v s .. 7,000
L | 1 v e, 7.2 Ibs
Length ..........cccocn. e 7.14"
Air Inlet ...

Rec Hose ..

Parts Breakdown

Replacement Parts

REF |[PARTNO |DESCRIPTION QTY[ REF [PARTNO [DESCRIPTION ary
1 |988001 HOUSING 1 % |®|708  |WASHER 1
2 |90B04 ORNG 1 D |B/080 |BEARING(B20122) 1
3 988003 VALVE STEM 1 2 |9880%7 REAR PLATE 1
4 |o@s004 BUSHNG 1 2 | B13B  |PN 3
5 988005 ORNG 2 2 %8020  |CYUNDER 7
6 |988006 VASHER 1 3 |9BB0WA |ROTOR BLADE 3
7 |e87008 VALVE 1 31 |988031A |ROTOR 1
8 |9008  |SPRING 1 ¥ |®00&  |FRONTPLATE 1
9 988000 INLET BUSHING 7 3T |80 |BEARING (600327 2

10 |988010 LEVER 7 3 |988034  |MOTOR SHAFT BALAN 1
11 |970432 PIN 7 EEE R 1
12 |988012 SCREW 7 % |BE0B  |WASHER 1
13 |980528 SCREW 3 37 |9%8037  |WASHER 1
4 |oge0ia EXHAUST BAFFLE 1 ® |.es0m™  |SCREW 5
15 |988015 NOISE ELIMINATION POLY F1 T | 401 |988040-1 |DISCCOVER @) 1
16 |988016A  |COVER 1 41 | 98041 FACE PLATE 1
7 |987020 SPRING HOLDER 1 4 |®/B0&2  |DISCNUT ]
18 |987021 WASHER 7 43 |9B6043  |DISC NUT 7
19 |o87022 SPRING 1 44 |®B8044  |SCREW 1
20 |967024 PIN_ 1 45 |B8045 | STOP SPANNER (25mm) 1
21 |987023 GOVERNOR VALVE 1 %6 |987057  |DISC SPANNER 7
22 |987027 GOVERNOR CAGE 1 47 |%092  |HEX GV 1
73 |987025 GOVERNOR WEIGHT Z 48 |B8048  |FANDLE 1
24 |987026 GOVERNOR PIN 7 4 B8040 |SCREW i

50 [9870%  |STOPSPANNER (19mm) 1

Limited Warranty

Universal Tool warrants its tools to be free from defects in material and workmanship for one year from the date of
purchase. This warranty does not apply to tools which have been abused, misused, modified or repaired by
someone other than Universal Tool or its authorized service centers. If a Universal Tool proves defective in
material of workmanship within one year after purchase, return it to any authorized service center or to Universal
Tool, freight prepaid. Please enclose your name, address and adequate proof of purchase date with a brief
description of the defect. Universal Tool will, at its option, repair or replace defective tools, free of charge. Repairs
or replacements are warranted as described above for the remainder of the warranty period. Universal Tool's sole
liability and your exclusive remedy under this warranty is limited to repair or replacement of the defective tool.
There are no other warranties expressed or implied and Universal Tool shall not be liable for incidental, consequential
or special damages, or any other damages, costs or expense of repair or replacement as described above.

AWARNING

42 cut off wheels. Do not fit Type 1 or Type 41 or Type 42
WARNING: wheels to this tool. Using Type 1, Type 41 and Type 42
Use of threaded hub grinding wheels: | ywheels with this tool can cause serious injury.

This tool is not suitable for use with Type 1, Type 41 and Type

This tool features a 5/8” x 11 TPI unified spindle thread for mounting grinding wheels, along with ANSI
standard mounting flanges designed for mounting type 27 grinding wheels. The use of 5/8” x 11 TPI threaded
hub grinding wheels as alternatives to type 27 grinding wheels has become more common.

If you intend using threaded hub grinding wheels with this grinder; the following procedures must be followed
at all times:

Before conducting any of the procedures below the grinder must be disconnected from the air supply.

1) The rear wheel mounting flange must be removed from the grinder before use. )

2) Once the threaded hub wheel is fitted it must be securely tightened by holding the spindle of the grinder
with the wrench provided, while tightening the wheel clockwise with a second wrench placed on the hexagon

section at the rear face of the wheel. It is also recommended that for the first operation after fitting the wheel;
that the wheel is held firmly on the work surface prior to starting the grinder.

3) Only use threaded hub wheels certified by the manufacturer to meet ANSI B7.1 standards.

Failure to follow the procedures above can cause injury or death, as deceleration of the grinder may cause
the wheel to fly-off; in addition the wheel will not be properly enclosed within the ANSI standard guard
supplied with the grinder.



